
INSTALLATION STUBS

PRODUCT DESCRIPTION PRODUCT CODE ID  
(mm)

OD* 
(mm)

WEIGHT  
(kg) MATERIAL

Ridgidrain 400mm PFRD400 400 700 7.4 Polyethylene

Ridgidrain 450mm PFRD450 450 757 9.9 Polyethylene

Ridgidrain 500mm PFRD500 500 800 11.4 Polyethylene

Ridgidrain 600mm PFRD600 600 940 15.5 Polyethylene

Ridgisewer 400mm PFRSW400 400 700 7.5 Polypropylene

Ridgisewer 450mm PFRSW450 450 757 9.9 Polypropylene

Ridgisewer 500mm PFRSW500 500 800 11.4 Polypropylene

Ridgisewer 600mm PFRSW600 600 940 16 Polypropylene

Note: The Ridgidrain and Ridgisewer Installation Stubs can be distinguished by the colour of the pipe ends which match the parent pipe.
Ridgidrain = Black   Ridgisewer = Terracotta

Installation Stubs are available for both Ridgidrain and Ridgisewer  
for pipe sizes 400-600mm. They assist with the safe jointing of pipes  
by providing a flat surface for on-site construction machinery to apply  
a central force to push against, eliminating any damage to the end  
of the pipes and keeping the joining pipe square to the joint.

They are manufactured from a stub of pipe with a welded plate with 
handles to help remove them from the end of the pipe post jointing.

Key benefits
• Assist with the safe and correct jointing of pipes

• Provide a flat surface for on-site construction machinery  

 to apply a central force to push against

• Eliminate any damage to the end of the pipes and keep 

     the joining pipe square to the joint

• Can be re-used for other projects of the same pipe diameter 
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Pipe jointing
• The Installation Stub should be inserted into the socket 

     of the adjoining pipe

• Appropriate pressure should be smoothly applied to the  

 centre of the welded plate to push the Installation Stub 

     and pipe forward

• Care should be taken to ensure that the pipe and Installation 

 Stub are clear from any impedance or obstruction that may 

 impact upon the joining process

*OD is measured from the external diameter of the welded plate handle.


